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Analysis of territorial characteristics and RES
potential in the Municipality of Legrad

* In-depth and detailed analysis of territorial characteristics
* Spatial characteristics of the Municipality
* Energy 1n the Municipality

* Consumption, transmission and distribution of electricity and gas

* Significant strategic documents and their influence on the Municipality
development

* Potential of using Renewable Energy Sources

* Solar energy, Geothermal energy (future powerplant), Biomass energy, Wind
energy, Hydropower

* Possibilities of increasing the energy efficiency of the Municipality



Analysis of territorial characteristics and RES
potential in the Municipality of Legrad

* Analysis of the solar potential by the help of specially developed Solar
Potential Map for the Municipality

* The map will include each and every object in the Municipality

* The potential of solar energy production on roofs
* For flat and pitched roofs

* Calculations of the potential power of the PV powerplants, yearly
production of eletricity, investment cost and ROI

* Intended for citizens, public institutions and economic entities




Analysis of territorial characteristics and RES

potential in the Municipality of Legrad
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Analysis of territorial characteristics and RES
potential in the Municipality of Legrad

za elektricnu energiju u Vasem kucanstvu

Odaberite prosjecni iznos mjesecnog racuna u eurima

Vasa preporucena snaga elektrane

5,4 kW
Povrsina koju zauzima elektrana

26,40 m2

Samostalno financiranje

5.940,00 € - 931,50 €

6,38 godina - +15.484,50 €

Financiranje od strane FZOEU

3.564,00 € - 931,50 €

3,83 godina +17.860,50 €

BauNOW PROMOTING GREEN LIVING AREAS



P2.1 (LEGRAD): Role and potential of regional micro
finance schemes in Green and Just Transition

* Started cooperation with the local bank (Podravska banka)

* Reached mutual understanding for future needs and possible micro-loans
development

* The bank already has similar financial schemes and can build on them
* Next steps:
* Analysis of interest for energy refurbishment and RES in the Municipality

* Analysis of interest for micro-loans among citizens

* Joint design of possibilities with the Bank and the Municipality




P2.2 (REAN): New generation of support info and
knowledge points for Green and Just Transition

* Developing the concept of support info and knowledge points for citizens,
public entities and economic operators

* Transferring the needs into the virtual environment

» Started developing the Virtual Energy Assistant (Al chatbot)

OTING GREEN LIVING AREAS



=) Kilovatko ZAPOCNI RAZGOVOR

Virtualni pomocnik za energetsku obnovu i ugradnju obnovljivih izvora energije

= Osnovni razgovor v Osnovni razgovor

Zapocnite razgovor o energetskim temama

Kod energetskih pregleda,
koji su ostali sustavi
potrosnje elektricne

Koji je proces ugradnje
dizalice topline i koliko kosta

B rojekt?
energije? pro)

‘ Upisite pitanje ili zahtjev — Spremi Novi razgovor
Regionalna nerreg - Codmaedbty . o
energetska R0 - © 2024 REA Sjever. Sva prava pridrzana.
agencija Sjeve

BauNOw .



=) Kilovatko ZAPOCNI RAZGOVOR

Virtualni pomocnik za energetsku obnovu i ugradnju obnovljivih izvora energije

= Osnovni raZgOVOI’ v oSnovni razgovor
A
O Kolika snaga dizalice topline mi je potrebna za grijanje obiteljske kuce od 120 kvdartanih metara neto povrsine?
. Za grijanje obiteljske kuce od 120 kvadratnih metara, potrebna snaga dizalice topline moZe varirati ovisno o nekoliko faktora, ukljucujuci kvalitetu
izolacije kuce, klimatske uvjete i specificne potrebe grijanja.
Opcenito, moZe se koristiti pravilo da je potrebno oko 50-100 W po kvadratnom metru za grijanje. Dakle, za kuc¢u od 120 m?, potrebna snaga dizalice
topline bi bila izmedu 6 kW i 12 kW.
Preporucujem da se konzultirate s certificiranim stru¢njakom za energetsku ucinkovitost koji moze provesti detaljnu analizu i preporuciti optimalnu
snagu dizalice topline na temelju specificnih uvjeta vase kuce.
O Molim te prikazi mi korake ugradnje dizalice topline u obiteljsku kucu.
. Ugradnja dizalice topline u obiteljsku kucu uklju¢uje nekoliko klju¢nih koraka. Evo opisa tih koraka:
1. **Planiranje i projektiranje®*:
- Procijenite energetske potrebe kuce (snaga dizalice topline).
- Odaberite vrstu dizalice topline (zrak-voda, voda-voda, zemlja-voda).
- Pripremite projekt koji ukljucuje raspored sustava i potrebne komponente.
2. **Qdabir i nabava opreme**:
- Odaberite dizalicu topline koja odgovara vasim potrebama.
- Nabavite sve potrebne komponente, ukljucujuci cijevi, pumpu, spremnik za vodu, termostate i druge dodatke.
v
Upisite pitanje ili zahtjev — Spremi Novi razgovor




=) Kilovatko ZAPOCNI RAZGOVOR

Virtualni pomocnik za energetsku obnovu i ugradnju obnovljivih izvora energije

Korisnici
Q_ Pretrazi korisnike Sve Zupanije v Izvoz podataka
Ogranicenje broja poruka za osnovne korisnike Ogranicenje broja poruka za napredne
korisnike
Dnevne poruke Mjesecne poruke GodiSnje poruke
Dnevne poruke Mjesecne poruke GodiSnje poruke
Spremi Spremi Spremi
. Spremi . Spremi . Spremi
Broj Email Ukupno poruk Dnevnih poruk Mjesecnih pori  Vrsta korisnika Zupanija Info
1 goran@goranux.com Co Osnovni v Medimurska Zupanija
2 denis.premec@rea-sjever.hr 508 Koprlvniltcjlgz-:iglazevacka
3 x@techxflow.xyz Medimurska Zupanija
4 mario.klobucaric@gmail.com Co Osnovni v Medimurska Zupanija
. . . . Koprivnicko-krizevacka
5 nikola.terzic@rea-sjever.hr Cs ) Osnovni supanija
. Koprivnicko-krizevacka
6 dpremec@yahoo.com 500 supanila
. . . Koprivnicko-krizevacka
7 denis.premec@gmail.com 300 Osnovni Jupanija



Thank you




